








Your septic system may be out of sight, but it should 
not be out of mind! Together, the septic tank and 
drainage � eld play a vital role inthe safe and e� ec-

tive elimination of your liquid household waste. Therefore, it 
is vital to recognize the impor-tance of the system in order to 
reduce any inconvenience or unnecessary expenses on your 
behalf.

The New Brunswick Public Health Act requires that you pay 
an application fee and receive approval, issued by the local 
Department of Health o�  ce, before installing, replacing or 
signi� cantly repairing a septic system. In New Brunswick,  as 
per Regulation 2009-137, it is mandatory that anyone install-
ing, constructing, repairing, and/or replacing a septic system, 
or any of its parts, be licensed. Additionally, a certi� cate of 
compliance must be obtained before putting a septic system 
into service.

    Licensed installers are familiar with the detailed design 
guidelines for septic systems outlined in the Public Health 
Act, Regulation 2009-137, and the Technical Guidelines. A 
licensed contractor will be able to custom design your sep-
tic system based on your present and future needs. Before a 
contractor begins work you should also ensure that you know 

As our knowledge of human impacts on the envi-
ronment increases, many homeowners are de-
manding better environmental standards in sep-

tic system design and function. Many contractors will o� er 
you the option, often at an additional cost, for reducing 
your environmental impact. Although you may pay a higher 
initial cost there is usually a tradeo� . For example, because 
the septic system has a lower environmental impact there 
is often less chance that some costly clean-up problem will 
arise. 

Like car pooling, some homeowners in suburban areas are 
pooling septic systems. They share centralized septic sys-
tems because the density of houses or lot sizes does not 
safely permit the use of single dwelling septic systems. 
When the liquid household waste from several homes is 
combined into one septic system cost savings for each ho-
meowner are often realized. The savings result because all 
homeowners, not just one, share in the cost of building and 
maintaining the system.

Pumps are frequently being installed in new septic systems. 
The pump is used to more evenly deliver the wastewater to 
the distribution � eld. A pump may permit you to more eas-
ily choose a site for your septic system because it does not 
have to be designed in such away that the water � ows by 
gravity alone. It is believed that drainage � elds, which use a 
pump, will outlast gravity fed systems. 

Septic tanks installed after April 1, 2001 must be equipped 
with an e�  uent � lter conforming to the requirements of 
NSFI/ANSI Standard 46-207. An e�  uent � lter prevents sol-
ids from entering the distribution � eld, thus protecting the 
distribution � eld from becoming clogged and/or overload-
ing the soil bacteria. 

When having your septic system designed you should ask 
your installer what new technologies are available. Not only 
will these innovative designs reduce your environmental 
impact, but they should also reduce the amount of water 
sent to the system and reduce the chance of having costly 
maintenance repairs.

what items are included in your agreement and what items 
are considered extras. 

If you live in a rural or suburban area and are looking to have 
a septic system installed, replaced, or upgraded your neigh-
bours can be a valuable source of information for locating 
or recommending a licensed installer. Neighbours may also 
be able to provide information about any problems or di�  -
culties that they have had with their septic system. The Re-
gional Health Protection Branch o�  ces can also supply you 
with a list of licensed septic system installers in your area. 

Every septic system is di� erent but there are some similari-
ties that exist. For health reasons a septic system must be 
installed so that it drains away from your own and your 
neighbour’s water supply. Because most septic tanks and 
drainage � elds are designed to operate by gravity, the sys-
tem should be installed along a downward slope from the 
house. The size of your septic system is determined by the 
size of your family and is typically based on the number of 
bedrooms. For example, larger families need a larger tank 
and disposal � eld. The system design may vary depending 
on the local geology and planned future additions, but the 
function remains the same.
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1  After April 1, 2010, the minimum working liquid capacity of a septic tank must be 750 (UK) gallons (3410 litres).


